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1. Ecological and economic analysis ﬁ-,_’ sty
Target

TARGET:
* Ecological analysis of insulation materials

 Economical analysis of insulation materials

LIMITING CONDITION:
e [nitial U-Value of 1.2 W/m2.K (buildings after 1960)




PEC/GWP/AP
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« PEC ... Primary Energy Cons.

« Total demand of energy resources for
manufacturing a product

e Entity: MJ

e GWP ... Global Warming Potential
e Contribution to global warming
o Entity: kg CO2 eq.

e AP ... Acidification Potential

e [nteraction of NOx and SO2 with
constituents of the air

 Acid rain
« Entity: kg CO2 eq.
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Source: stiftung- mehrwei ii




Insulation materials
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Insulation material density A KECN GWP10
(NCV)
kel (W/mk| 0 [kgCOmq] [k SOzee]

Stone wool (MW-SW) 130 0.040 21.36 1.935 0.0141
Glas wool (MW-GW) 80 0.039 46.25 2.454 0.0153
Polystyrene, expanded (EPS) 16 0.040 98.90 4.169 0.0149
Polystyrene, extruded (XPS) 40 0.030 94.04 4.299 0.0177
Insulation cork board (ICB) 120 0.040 6.45 -1.224 0.0019
Wood fibres (WF) 160 0.040 14.40 -0.804 0.0040
Hemp 30 0.040 \28.68 0.077 0.0W

Source: IBO 2014; ON B8110-7
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Comparison

PEC reference MJ/kg and MJ/m?

fhe
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120
98,90
100 94,04 Glaswolle MW-PT Fassadenplatte / Glas wool
50 Steinwolle | Stone wool
Mineralschaumplatte [ Mineral foam
%1 60 m Polystyrol expandiert (EPS) —F | Polystyrene expanded
= 46,25 m Polyurethan-Hartschaum | Polyurethan
40 m Hanfdammplatte m. Stiitzfasern / Hemp
21,36 ; 3 :
20 12.34 14.4 Holzfaserdammplatte 160 kg/m ! Wood fibres
6,45 m Korkplatte | Cork
0 —
PEI n.e. (Hu)
Original U-value = 1,2 W/(m2K) and target U-value = 0,1 (W/mZ2K)
1.400 1.323
1200 Glaswolle MW-PT Fassadenplatte / Glas wool
1.018 1.034 Steinwolle Sioneool
1.000
845 Mineralschaumplatte /. Mineral foam
<l 800 .
§| m Polystyrol expandiert (EPS) —F  ; popystyrene expanded
= 600 m Polyurethan-Hartschaum | Polyurethan
400 284 m Hanfdammplatte m. Stitzfasern /' Hemp
200 . Holzfaserdammplatte 160 kg/m?® | \wood fibres
0 m Korkplatte | Cork

Source: Prieler M. 2015

PEIl n.e. (Hu)
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Comparison
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fhe
GWP reference CO2 eq /kg and CO2 eq /m?

> 4,169 4,299
4 Glaswolle MW-PT Fassadenplatte /I Glas wool
3 2.454 Steinwolle /' Stone wool
? | ’1’935 Mineralschaumplatte /" Mineral foam
g 2 m Polystyrol expandiert (EPS) —F | Polystyrene expanded
8N 1 1,006 m Polyurethan-Hartschaum |/ Polyurethan
2 0,077 m Hanfdammplatte m. Stiitzfasern /" Hemp
0 GWP100 . Holzfaserdammplatte 160 kg/m3 /' 'Wood fibres
-1 m Korkplatte [ Cork
-0,804
P -1,224
Original U-value = 1,2 W/(m2K) and target U-value = 0,1 (W/mz2K)
100 92,24
80 70,18 Glaswolle MW-PT Fassadenplatte | Glas wool
60 47,72 47,29 Steinwolle / Stone wool
N§ 40 24,46 Mineralschaumplatte /' Mineral foam
E 20 585 m Polystyrol expandiert (EPS) —F | Polystyrene expanded
8 0 m Polyurethan-Hartschaum /' Polyurethan
2 20 GWP100 m Hanfdammplatte m. Stutzfasern e
-40 Holzfaserdammplatte 160 kg/m3 / Wood fibres
-60 '47’17-53,86 m Korkplatte / Cork
-80




Comparison AP
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fhe
reference CO2 eqg/kg and CO2 eg/m?

0,02

0,018 0,0177

0,016 0,01530 o141 0.0149 Glaswolle MW-PT Fassadenplatte / Glas wool
o 0,014 ’ Steinwolle | Stone wool
g 0,012 Mineralschaumplatte | Mineral foam
® 0,01 m Polystyrol expandiert (EPS) —F | Polystyrene expanded
8 0,008 m Polyurethan-Hartschaum ! Polyurethan
g 0,006 0,004 m Hanfdammplatte m. Stutzfasern /' Hemp

0,004 0,0021 0.0019 Holzfaserdammplatte 160 kg/m3 /' Wood fibres

0,002 m Korkplatte | Cork

0
AP
Original U-value = 1,2 W/(m2K) and target U-value = 0,1 (W/mz2K)

0,80

0,70 0,67 Glaswolle MW-PT Fassadenplatte e

0,60 Steinwolle | Stone wool
g- 0,50 0.44 Mineralschaumplatte | Mineral foam
8 0,40 m Polystyrol expandiert (EPS) —F /' Polystyrene expanded
Zm 0.30 0.23 m Polyurethan-Hartschaum /' Polyurethan

0.20 0,19 m Hanfdammplatte m. Stitzfasern /' Hemp

010 0,10 0,09 0.05 0,08 Holzfaserdammplatte 160 kg/m3 I \Wood fibres

0.00 L - m Korkplatte / Cork

AP
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Economical comparison products fhe o o erre

Price of different insulation products inclusive plaster

EPS = Polystyrene expanded
0,40 ICB = Insulation cork board
MW = Mineral wool

WF = Wood fibres

035 MW 040, 8 em XPS = Polystyrene extruded
EPS 040, 10 cm WF 047,12 cm
0,30 ©
Hanf 0&;12 cm
— EPS040,12em xps040,12¢m ¢ 041,12 2 WF 047,14 cm
f 0.25 @ r‘:‘ a\\ Hanf 042, 14 cm
) \ S S~
S 7 psoagiiacm o od014cm . %
-~ e Sa
EPS040,20cm ICE04L, 150, " wraz, 20
E 0.20 . ‘.\ MW 040, 16 cm ‘\\:\ # eR e
% £ EPS 040, 28“bm XPS 040, 16 w MW 040, 18 cm “‘Q:“:\ WF 047, 22 cm
g XPS 040, 18 cm O 200 ICB 041, 20 cm Hanf 042, 20 cm
L 015
D .
~ EpSIUD B\v EPS 031, 25 ¢cm EPS P 035, 25 cm
; m
% 1 &% EPS P 035, 26 cm
= S EPS 031, 26 cm
1

)

0,05

0,00

40 60 80 100 120 140 160

€/m2 (excl. VAT)
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 Environmental effects of a substance may differ
significantly
« EPS as economical and ecological compromise?!
e Cradle to gate!
 Demolition & seperation of materials

e Oil i1s a limited ressource

« HTP, ODP, POCP, eftc..
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Life cycle cost analysis AT P
Target of Applied Sciences

Analysis of life-cycle-cost and primary energy
demand of existing building standard and the
comparison with innovative building concepts

|dentification of cost drivers




Life cycle of building projects fhe Saizburg Unversty
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1.
2
3
4.
S
6
7

Source: Ipser C.

Evaluation of different planning variants

. Comparison of investment alternatives

. Sensitivity analysis

Calculation of key performance indicators
Planning of budget and cost control

Forecast of project financing cost

. Surcharge criterion in tender procedures

P
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Reference time point: present value

Refurbishment
Water / grey water . : )
arey Repair technics technics

)
7))
@)
o
(@)

=

L=

=

m

E—

« LCC = building cost + present value follow-up cost
* Follow-up cost = usage cost + cost for demolition

Source: C. Ipser _
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Reference buildings

No. of apartments 27 10 42 55
Living space [m?] 1.860 613 2.906 3.381
@ Living space / apartment [m?] 69 61 69 61
GFA heated [m?] 2.404 832 4.107 4.624
HWBg [kWh/m?.a] 36 33 38 14
PEBs [kKWh/m2.3] 105 104 100 87
CO,Emissiongy [kg/m?.a] 19 11 18 11
SR Gas District heating Gas District heating

Solarthermics  Solarthermics Solarthermics  Solarthermics

Chosen key figures of the reference buildings (Source: FH Salzburg) A




Concept buildings
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~ )
A ,passive*

k=
N

C ,active"

BERI2N
\_ J

Source: FH Salzburg
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Reference buildings - cost o Al Sclennie

“ Shell

® Technics

® Expansion

Source: dieSalzburg; FH Salzburg




Life cycle cost A

[90 years]
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uadrupel building cost

=

1 3 5 7

Source: FH Salzburg
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59 &1 &3 &5 &7
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B demolition & disposal

® refurbishment expansion

refurbishment technics

Icleaning

water / grey water

I'wam water

heating

electricity

repair technics

maintenance technics

B technical building mgmt.

® administration

construction cost
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9.000
high life cycle cost / high life cycle cost /
2.800 low primary energy balance high primary energy balance
LA
8.600
@ A "passive"
E A “passive”
3 8
= ®
E 8200
g
'-__E @ B "solar"
¥ 3000 —
g oc
% 7.800
7.600 @ C "active"
7.400 B “solar” &D
7.200 - E ® D "Zero"
low life cycle cost / low life cycle cost /
low primary energy balance high primary energy balance
7.000
-20 0 20 40 60 80 100 120 140

Primary energy balance in kWh/m? GF a

P .
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Conclusion fh._’ Attty

» life cycle cost: 4-5x building cost

* Future building standards are only cost-effective if maintenance
and repair of building technology is cost-effective
| ) greater durability of building technology

* Follow-up cost of great importance for affordable living

o Zero-energy can be cost-effective (if a high degree of generated
energy covers the proprietary requirements of the building)

» Cost effectiveness of concept ,active“ depends on feed-in tariffs

P




Conclusion fh.a Attty
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« An overly technical system leads to high life-cycle cost

* Reduction of life-cycle cost through higher durability and
separability of building parts

« Electricity supply will be of great importance in order to
decrease the primary energy use of a building
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Food for thought ﬁ‘l.’ Saizbirg Universty

« Life cycle cost analysis is complex and a lot of work when it is
done Top-down (input, analysis, research of prices etc.)

* Which life span to choose (30, 50, 90 years)?
 How do | set the parameters (price increase, inflation, interest)?

o Life cycle cost analysis as an integral part of the planning process?
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We thank all cooperation partners!
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JAlternative ways to Zero-Energy-Buildings®

Cooperation Partners:

BAUAkademie Lehrbauhof Salzburg

gizmocraft, design and technology GmbH

Holzbauwirtschaft/Holzbauinnung

Innovations- und Technologietransfer Salzburg GmbH

Kammer der Architekten und Ingenieurkonsulenten flr Oberdsterreich und Salzburg
Land Salzburg — Energieberatung

Zehentmayer Software GmbH

We thank all cooperation partners!
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